










SELF-DRILLING 
POINT
eliminates 
pre-drilling

ONE PIECE 
DESIGN
provides  
solid connection 
from steel to 
threaded rod

DEWALT  
Hangermate+

ITW Buildex
Sammysfi

Dual Head Suspender No

Single Piece Design Yes All 2-piece

UL Approved Range* 12 SKUs 8 SKUs

*On select sizes with coupling nut
Sammys is a registered trademark of Illinois Tool Works Inc.

STEEL DRIVER 
spin off feature  
helps reduce  
over driving

HORIZONTAL 
MOUNT 
OPTION

SELF-TAPPING 
THREADS
low torque 
to install
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+ UL & FM FULL LISTING 
PAGES 10-11

Installation Driver Reference
# DESCRIPTION DRIVER

Hangermate+ Steel - Vertical
PFM2231000 1/4-20 1" #3 PFM2201200
PFM2231100 1/4-20 x 1" #3 PFM2201200
PFM223110N 1/4-20 x 1" #3 / nut PFM2201200
PFM2231150 1/4"-20 x 1-1/2" #5 PFM2201200
PFM223115N 1/4-20 x 1-1/2" #5 / nut PFM2201200
PFM2231200 1/4-20 x 1-1/2" #3 PFM2201200
PFM223120N 1/4-20x1-1/2" #3 / nut PFM2201200
PFM2231250 1/4-20 x 2" #3 PFM2201200

Hangermate+ Steel - Horizontal
PFM2241100 1/4-20 x 1" #3 PFM2201200
PFM224110N 1/4-20 x 1" #3 / nut PFM2201200
PFM2241150 1/4-20 x 1-1/2" #3 PFM2201200
PFM224115N 1/4-20 x 1-1/2" #3 / nut PFM2201200
PFM2241200 1/4-20 x 1-1/2" #5 PFM2201200
PFM224120N 1/4-20 x 1-1/2" #5 /nut PFM2201200

Pivot Steel - Angled Applications
PFM2281150 1/4-20 x 1" #3 PFM2201250
PFM2281200 12-20 x 1-3/4" #5 PFM2201250
PFM2281250 1/4-14 x 1" #3 PFM2201250

Suspender Steel - Dual-Directional
PFM227110N 1/4-20 x 1" #3 / nut PFM2201300
PFM227120N 1/4-20 x 1-1/2" #3 / nut PFM2201300
PFM227130N 1/4-20 x 1-1/2" #5 / nut PFM2201300

Steel - Acoustical Ceiling Screw Eyelet
PFM2231500 1/4" x 3" PFM2201350
PFM2231550 1/4" x 3-1/4" PFM2201350
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Hangermate®+
Rod Hanging Anchors for Steel

CATALOG NUMBER DESCRIPTION SAMMYSfi MODEL # HANG ROD SIZE QTY MSTR QTY
Hangermate+ For Steel - Vertical

PFM2231000 1/4-20 1" #3 DSTR 100 Vertical 1/4" 25 125
PFM2231100 1/4-20 x 1" #3 - Vertical 3/8" 25 125
PFM223110N 1/4-20 x 1" #3 / nut DSTR 1 Vertical 3/8" 25 125
PFM2231150 1/4"-20 x 1-1/2" #5 DSTR 1-1/2 Vertical 3/8" 25 125
PFM223115N 1/4-20 x 1-1/2" #5 / nut DSTR 1 Vertical 3/8" 25 125
PFM2231200 1/4-20 x 1-1/2" #3 - Vertical 3/8" 25 125
PFM223120N 1/4-20x1-1/2" #3 / nut DST15 Vertical 3/8" 25 125
PFM2231250 1/4-20 x 2" #3 DST 20 Vertical 3/8" 25 125

Hangermate+ For Steel - Horizontal
PFM2241100 1/4-20 x 1" #3 SDW 10 Horizontal 3/8" 25 125
PFM224110N 1/4-20 x 1" #3 / nut SDWR 1 Horizontal 3/8" 25 125
PFM2241150 1/4-20 x 1-1/2" #3 - Horizontal 3/8" 25 125
PFM224115N 1/4-20 x 1-1/2" #3 / nut - Horizontal 3/8" 25 125
PFM2241200 1/4-20 x 1-1/2" #5 SWT 15 Horizontal 3/8" 25 125
PFM224120N 1/4-20 x 1-1/2" #5 /nut SWDR 1-1/2 Horizontal 3/8" 25 125

Hangermate+ Pivot For Steel - Angled Applications
PFM2281150 1/4-20 x 1" #3 SH-DSTR 1 Variable 3/8" 25 125
PFM2281200 12-20 x 1-3/4" #5 SH-TEK 50 Variable 3/8" 25 125
PFM2281250 1/4-14 x 1" #3 - Variable 3/8" 25 125

Hangermate+ Suspender For Steel - Dual-Directional
PFM227110N 1/4-20 x 1" #3 / nut - Vert. & Horz. 3/8" 25 125
PFM227120N 1/4-20 x 1-1/2" #3 / nut - Vert. & Horz. 3/8" 25 125
PFM227130N 1/4-20 x 1-1/2" #5 / nut - Vert. & Horz. 3/8" 25 125

Hangermate+ For Steel - Acoustical Ceiling Screw Eyelet
PFM2231500 1/4" x 3" CWSD 1 Vert. & Horz. Eyelet  Hole 

3/16"
25 125

PFM2231550 1/4" x 3-1/4" CWSD 2 Vert. & Horz. 25 125
Recommended 1300 to 2000 rpms for proper installation.

The Complete Anchoring Solution - Installation Accessories and Tools
CATALOG NUMBER DESCRIPTION HANGERMATE+ QTY MSTR QTY

PFM2201200 Steel Socket (Silver) Rod Hanger 1 5

PFM2201300 Suspender Driver Suspender 1 5

PFM2201250 Pivot Driver Pivot 1 5

PFM2201350 Ceiling Screw Eyelet Driver Acoustical 1 5

PFM2201100 Pole Tool Kit Rod Hanger 1 5

PFM2201050 Adapter for hanging 1/2" rod (3/8" to 1/2" Adapter)

DCD991P2 20 V MAX* XR Lithium Ion Brushless 3-Speed Drill / Driver Kit

DCF887D2 20V MAX* XR 1/4" 3-Speed Impact Driver Kit  

* Maximum initial battery voltage (measured without a workload) is 20 volts. Nominal voltage is 18.



Pivot™

HARDENED STEEL  
specially engineered  
and designed to cut 
through hard materials

THREADS
designed for 
concrete

 �STAR DRIVE T-25  
full engagement  
driving through  
tough materials

THREADS
designed  
for wood

THREADS
designed  
for steel

ROTATIONAL  
HEAD
almost 90 degrees 
of rotation for  
�exible positioning
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Pivot Installation Driver & Bit Reference
NUMBER DESCRIPTION DRIVER DRILL BIT

Pivot For Concrete 
PFM228130 1/4 x 2" PFM2201250 02796SD

Pivot For Wood
PFM2281100 1/4" x 2" PFM2201250 *

Pivot For Steel 
PFM2281150 1/4-20 x 1"  #3 PFM2201250 *
PFM2281200 12-20 x 1-3/4" #5 PFM2201250 *
PFM2281250 1/4-14 x1"  #3 PFM2201250 *

* No pre-drilling necessary










